by Kingsman

EVOLUTIONARY STYLE.

Unit illustrated is a MQZDV3622N Zero clearance direct vent fireplace — natural gas, with MQLOGC22 Split Oak Log Set,

ZIGBL Black grill kit, Z3622ML Metal brick liner, Z36 ADDA Double arch door frame, and optional VLBIT6 Small log bits.
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Height Front Width Depth
Top Flue Model - - -
Actual Framing | Actual Framing | Actual Framing
MQZDV3318 30'” 31”7 32%” 33”7 15%4” 154"
MQZDV3622 33" 34”7 36” 36%” 15'"¢” 15'4”
CLEANVIEW CIRCULATING KIT (CVCK)
MQZDV3318 30%8” 33%” 33%¢” 337" 18%16” 173"
MQZDV3622 33%” 36%4” 38'n6” 387n6” 18'"116” 173"

Top Flue Model Width Height

MQZDV3318 25'n” 14%16”

MQZDV3622 29%4” 16'8”
Model MQZDV3318N MQZDV33I8LP MQZDV3622N MQZDV3622LP
Fuel natural propane natural propane
Input Max. 19,000 BTU 18,000 BTU 21,000 BTU 21,000 BTU
Input Min. 12,100 BTU 11,900 BTU 14,200 BTU 16,200 BTU
Output Max. 14,250 BTU 13,500 BTU 15,750 BTU 15,750 BTU
Efficiency 75% 75% 75% 75%
FE (P4.1-02) 53.4% 51.4% 63.9% 60.2%

Kingsman Fireplaces maintains a program of continuous testing refinement
and improvements of all its products. Some aspect of units shown here may \WTERTE,
be changed at any time without notice or obligation.

Certification: The models MQZDV3318N, MQZDV3318LP, MQZDV3622N,
MQZDV3622LP, are certified to ANSI Z21.88b-2003, CSA-2.33b-2003,
CAN/CGA 2.17-M91, CSA P4.1-02 vented gas fireplace heater.
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STANDARD FEATURES
> Hi/low Millivolt valve system, will operate during power failures.
> Mobile Home, Bedroom and Bed Sitting Room approved.

> A Flame Sensor that constantly monitors the pilot flame and
provides 100% gas shut off if pilot is not sensed.

OPTIONAL FEATURES
Designer Clean View Circulating Kit — No Louvers Required.

Decorative Black Panels or Grills — Grills available in Black,
Classic Series Black with Antique, Chrome or Polish Brass accents

Overlay Doors — Deluxe, Top Half, Double Arch and Double Door

Designer Doors — Arch or Straight Black Doors
with Antique, Polished or Chrome Trims

Surrounds Wide (Louvered Units) — Polish Brass, Antique or Chrome

Coverage —MQZVD3318 - 313/16” h x 365/8” w
MQZDV3622 — 341/4” h x 411/8” w

/ “\
Surrounds Slim Line (Louvered Units) — Polish Brass, =
Antique Brass, Chrome or Gun Metal Black ‘ = \
Coverage —MQZVD3318 —307/8” h x 337/8” w
MQZDV3622 - 341/4” h x 371/2” w f‘ff

Fan Kit — Heat activated with variable speed control

Thermostat — Wall Mount Millivolt Thermostat
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or Programmable Thermostat

Remote Control — On/Off, Thermostat, Thermostat/Modulating
or Thermostat/Modulating Fan

Child Safety Screen
Porcelain Reflective Liner or Metal Brick Liner
Wall Surrounds — Flatt with Black or Pewter finishes

Wall Surrounds Accents
> Keystone — Brushed Chrome or Black
> Designer Band Accents — 4 x Black (sml), 2 x Chrome (Irg)
> Designer Corner Accents — 4 x Black
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